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Encl : (1) SC P Logic Flow Chart

1. Purpose. To provide instructions and specific guidelines
relative to the establishment of an optional SCIP within the
Marine Corps Test, Measurenent and Diagnostic Equi pnent (TMDE)
Cali bration and Mai ntenance Program (CAWP).

2. Cancellation. Tl -4733- 15/ 2.

3. Summary of Revi sion. This revision contains additional
gui dance in the follow ng areas:

a. Use of the Equipnent Repair Order (ERO to record data
elements required by the SC P. The requirement to use cali-
bration checklists is canceled, as this duplicates ERO conpl e-
tion instructions per the current edition of TM 4700-15/1.

b. Identification of TMDE to be supported by the SCP

will be initiated by the calibration facility, wth provisions
for additions by using units, based on the calibration facili-

ty’'s capabilities.

C. I[l'lustration of the SCIP nethodology is the enclosed
logic flow chart.

d. Use of the SCIP Candidate TMDE Logbook is required
docunentation to inplenent and nmanage the SCIP at the calibra-
tion facility.

4. | nf or mati on

a. Voluntary participation in the SCIP wll allow cali-
bration facilities to adjust the interval between calibrations
of TMDE, based on evaluation of the TMDE s current and past
hi story.
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b. The prinmary objectives of the SCIP are to:

(1) Achieve the maxi mum practical TMDE reliability at m ninmm
cost .

(2) ldentify and ultimately dispose of unstable and unreli-
abl e TMDE.

c. The results of inplementation of the SCIP are:

(1) Increased operational readiness of FMF Units, Posts and
Stations (hereafter referred to as using units) through reduction of
frequency of TMDE subm ssions for calibration, based on docunented
nmeasurement reliability.

(2) Enhanced calibration facility support of wusing units
t hrough reduction of the high calibration workload by extension of
calibration intervals, when conditions warrant, wth no detrinental
effects on TMDE reliability.

5. SC P lInstructions

a. Utilization and Participation. The SCIP is an optional pro-
gram therefore, It is not nmandatory that it be used by organizations

authorized calibration facilities. Should a calibration facility
elect to use the SCIP, it will not be mandatory that all using units
parti ci pate. Should a supported organization elect to participate,
it will not be nmandatory that all TMDE of that organization be

assigned to the SCP. Use and participation in the SCIP shall be
based on the commander’s evaluation of the using unit’s individual
requi rements and operational conmtments.

b. Definitions. The following definitions of SC P term nology
are provided to facilitate a better understanding of the criteria for
adjusting calibration intervals:

(1) Functionally Operative. TVMDE will generally be con-
sidered functionally operative when each of the neasuring or genera-
tion characteristics of the instrunents operate to such a degree that
at least 75 percent of the desired results can be obtained.

(2) Critical Paraneter/Function. Any measuring or generating
characteristic of an item of TMDE which, when out of tolerance, would
clearly cause an erroneous neasurenent or output and is expressed
nunerically with a tolerance of 10 percent or |ess.

(3) Operational Failure. The failure of active or passive
circuit elenents or conponent parts of an item of TMDE which occurred
as a result of normal operation.
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(4) Qperator Abuse. Cracked, broken, or danmaged nechani cal
assenblies, knobs, dials, connectors and instrunent cases; nicked,
burred or deeply scratched gauging surfaces and broken meter faces,
plates, etc., shall generally be considered the result of operator
abuse and shall not be considered as cause for adjustnment of the
calibration interval.

(5) Lncorrect application. Burned, danmaged, open or other-
Wi se inoperative protective instrument fuses; input or output attenu-
ators; bent neter pointers; danmaged neter novenents; etc., shall
normally be considered the result of the incorrect use of a given
item of TMDE and shall not be considered cause for adjustnment of the
calibration interval.

(6) Tanpering. Broken calibration seals, mssing or broken
internal parts and conponents nornally not available to the operator
of a given item of TMDE or evidence of renoval of retaining conpound
applied to adjustable controls shall generally be considered the
result of operator tanpering and shall not be cause for adjustnent of
the calibration interval.

(7) Initial Calibration Interval. Calibration intervals are
establ i shed for specific nodel nunmbers of TMDE by the current edition
of TI-4733-15/13. Metrol ogy Requirements List (METRL) or, when a
speci fic nodel nunber is not listed, the generic calibration interval
is established in Section 2 of the METRL.

C. SCl P Requi renents. The logic flow chart enclosed is for
adjusting calibration intervals and is for use by Marine Corps cali-
bration facilities. Amplifying instructions follow

NOTE
Logic wall flow charts will be provided separately
to all Mirine Corps calibration facilities. The
enclosure is identical to the wall charts. wal |

charts may be obtained fromthe CG MCRDAC (PST-L).

(1) TIMDE Receipt Date. The date that an item of TMXE is
received by the calibration facility nmust be entered on the ERO The
receipt date, relative to the calibration due date, is critical to
the operation of the SCIP if the program is to attain its stated
obj ecti ves. TVMDE received 16 days or nore prior to the calibration
due date will not have its calibration interval |enghtened. TNVDE
received 16 days or nore after the calibration due date will not have
its calibration interval shortened.

(2) IMDE lInspection Requirenments. An initial inspection of
the TMDE shall be conducted to determine its condition upon receipt.
An accurate assessnment of the initial condition upon receipt is vital
to successful application of the SCP. Functionally inoperative
instrunents will be inspected prior to effective repair to determ ne
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the cause of the functionally inoperative condition. The ERO shoul d
be annotated with one of the following interval decision codes to
indicate the condition upon receipt and, if appropriate, the cause of
the functionally inoperative condition:

Code Condi tion

FO Functionally operative

Fl - OF Functionally inoperative - operational failure
Fl - MAT Functionally inoperative - incorrect application

Functional ly inoperative - operator abuse
Functional ly inoperative - tanpering

The preceding interval decision codes nust be verified during the
repair of calibration process and corrected, if required. Adj ust ment
of power supply voltages, power |evels, frequency responses, etc., or
ot her adjustnments normally not nmade by the user, wll not be nmade by
the repair technician to functionally operative TME. Such adj ust -
ments could ultimately affect the validity of the calibration results
eval uati on.

(3) Evaluation of Inspection. Upon conpletion of the TME
calibration, the final inspection results nust be evaluated to deter-
m ne whether a change in calibration interval is required. The cali -

bration interval for TMDE identified as FI-OF upon receipt wll be
reduced by the nmagnitude identified in paragraph 5c(5)(b), follow ng.
TVDE identified as FO upon receipt wll be further evaluated to

determne the need for a change in the calibration interval and the
direction of that change per the enclosure.

(4) Evaluation of Calibration History. The mai ntenance of a
conplete calibration history is invaluable in the identification of
unstable or unreliable TMDE and the overall conduct of the TNMDE CAMP
However, the only historical information required for adjustnment of
calibration intervals is the current calibration interval and whether
the calibration interval was reduced at the last calibration. Thi s
information will be available on the TMDE calibration |abel when
properly annotated as described herein.

(5) Establishing and Adjusting Calibration Intervals

(a) The initial calibration interval for TMDE wll be
determned fromthe current edition of the METRL. If an item of TNDE
is not listed in the METRL, the generic calibration interval shall be
used. The generic calibration intervals are established in Section 2
of the METRL.

(b) Adjustnents to the calibration interval shall be nade
per the followng criteria:
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1l TMDE having a current calibration interval of 1 to
12 nonths shall be increased/decreased 1 nonth at a tine. No TMDE in
this category shall have its interval reduced below 1 nonth.

2 TMDE having a current calibration interval of 13 to
18 nmonths shall Fe increased/ decreased 2 nonths at a tine.

3 TMDE having a current calibration interval of 19 to
23 nonths shall be increased/decreased 3 nonths at a tine, with no
TMDE having its interval extended beyond 24 nonths. The follow ng
exceptions apply:

a TMDE which has a current calibration intepval of
22 nonths and an initial interval of 24 nonths or less wll be
i ncreased 2 nont hs.

b TMDE which has a current calibration interval of
23 nmonths and an initial interval of 24 nonths or less wll be
i ncreased 1 nont h.

4 TMDE having an initial calibration interval of 24
nmonths or longer will not be subject to interval extension but wll
be subject to interval reduction 3 nonths at a tine. The only excep-

tion is TMDE which had an initial calibration interval in excess of
24 nonths and subsequently decreased nmay have the interval extended 3

months at a time, bit wiil not be increased beyond the initial cali-
bration interval
(c) The calibration label wll be annotated as follows:

1 The calibration interval wll be witten in the
| ower left-hand corner (in nonths).

2 The calibration interval change wll be placed in
t he upper |eft-hand corner. For exanpl e:

“+3” (nunber of nonths increased)
“-2" (nunber of nonths decreased)

"0" (no change in interval)

d. SCIP I nplenentation and Adm nistration

(1) SCAP Candidate TMDE List. Based wupon calibration stand-
ards and personnel resources, a determination for which nodel nunbers

of TMDE can be supported by the calibration facility.
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(a) Recommended candidate TMDE' s are those itens having
exhibited a historically high percentage of «calibrations wthout
concurrent repair due to operational failure caused by normal equip-
ment usage.

(b) Notification will be nade to all using units that the
SCIP is to be used by the calibration facility. The calibration
facility shall mail a listing, by serial nunber, of all TMDE on the
SCI P Candidate TMDE List to all using units. Using units may request
addi tional TMDE candidates be added by annotating the listing wth
TMDE nodel nunber and serial nunmber and mail the list back to the
calibration facility for consideration.

(c) The SCIP Candidate TMDE List shall be mailed suffi-
ciently in advance to permt the tinely actions by the calibration
facility and using units prior to the inplementation of the SC P.

(d) Additional TMDE requested by the using units for the
SCIP will be evaluated by the calibration facility and the using unit
will be notified whether the TMDE will be added to the SCIP.

(2) SCP Candi date TMDE Logbook. The serialized nodel nunber
SCI P Candidate TMDE Lists shall form the input documentation for the
SCl P Candi date TMDE Logbook.

(a) SCI P Candi date TMDE Logbooks should be maintained for
each nodel nunber TMDE.

(b) Tracking of ERO s, upon which the initial inspection/
calibration/repair annotations were nmde per previous instructions,
can be effected by recording serial nunbers of each nodel nunber in
the appropriate SCIP Candi date TMDE Logbook.

(c) Additional information recorded for each ERO should
be at a m ni mum Reporting Unit Code, date received in the calibra-
tion facility, the calibration interval assigned and the change in
calibration interval.

(d) Initially, the SCP Candidate TMDE Logbook will
i npose additional admnistrative requirenents, but the offset in
wor kl oad due to increased calibration intervals will be recouped in a
year. Accurate, daily updating is required to ensure that the candi-
date TMDE is afforded the benefits of the SC P.

(e) Trends in wunreliability and instability should be
noted on an itemby-item basis, so that historical docunentation in
the form of EROs are not |ost when historical files are biannually
pur ged.

(f) Documentation recorded in the SCIP Candidate TME
Logbooks will provide information to sustain the SCIP with the future
i mpl ementation of an automated workload and reporting system
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6. Action
NOTE

The SCIP may not be feasible in all situations
where periodic calibration is provided. Therefore
SCIP is a VOLUNTARY program to be utilized at the
discretion of the calibration facility commander
providing the calibration service as well as the
using unit conmmander, per paragraph 5a, preceding.

a. Calibration Facilities. Calibration facilities inplenenting
the use of the SCIP will be responsible for the managenent and over-
all operation of the program which includes:

(1) Tinely evaluation and ultinmate identification of unstable
and unreliable TMDE

(2) Thorough indoctrination and training of newy assigned
personnel on the detailed procedures to be followed in the operation
of the SCIP.

(3) The periodic review of adjustnent actions taken to deter-
m ne effectiveness of the program from the test equipnment reliability
and calibration workl oad standpoints.

b. Using Units. Using units holding TMDE are responsible for
the follow ng actions:

(1) Submtting to the calibration facility a list of TMDE, by
serial nunber, to be supported under the SCIP, to include those itens
on the SCIP Candidate TMDE List and additional nodel nunber TMDE, by
serial nunber, desired for the SC P. Addi tional TMDE requested by
the using units for the SCIP wll be evaluated by the calibration
facility and the using unit will be notified whether the TMDE will be
added to the SCIP Candidate TMDE List prior to the inplenentation of
the SCIP.
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(2) Submitting the TMDE for calibration within + 15 days of
the calibration due date, as annotated on the calibration |abel.

BY DI RECTI ON OF THE COVVANDANT OF THE MARI NE CORPS

CEFlI O AL

. W. PHRICE
Executive Director for
Logi stics Operations
Marine Corps Logistics Bases
Al bany, GCeorgia 31704-5000
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